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Self-Powered Digital Counter/timer
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48X24 Panel dimension
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4514 (Specification)
— M4 (General feature)

Flush Mountmz
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SPULSE 101 D I\ 7 NEF
Count 1 per pulse Hour |Minute| Hour

CAT Il
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8mmH LCD

NPN (FREE&A) : EBHEREMEERrelay R

NPN(Non-voltage):Via opening and closing contact

PNP (BE®A) ' H 6.5-24VDC, LO ¥{i1=0-4VDC
WAKERT PNP(Voltang) : Via signals Hi(6.5-24VDC) and LO
Input Signal (0-4VDC) Voltage
SE8§A\) : AC/DC 90~2.
HI-V:AC/DC 90-240V
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Data Backup ZAM0%E KEEPS 10 years at least.
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ACCESSORY PART (OPTIONAL) PART NO.PK-CHOO3

the Flush Mounting Adapter allow the counters to be fitted to existing

panel cutouts.
f——s00783—

800 | PANEL-CUT  |25.0%]

f— 560 —f

PANEL

WSt RS IR ATERIALBA - BitREE
FTHAMLSTHB MR BB S

Insert the counter in the cutout from the
front, and then Insert the adapter from
the back and push in the counter while
making the gap between the front panel
and the cutout panel as small as possible
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1.The counter, input signal lines, and the input sensors must be separated
as far as possible from any sources of electrical noise, such as high-
voltage power lines.

2.The counter is a bliltin component during installation the relevant
requirement shall be maintained.

3.For the permanent connection to the power supply , 18AWG wire
with U-terminal shall be used.
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Nonvoltage input type for CH-7N,TH-TNx Voltage input type for CH-7P
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Terminals 2 and 4 are connected Terninals 2 and 4 are connected
internally. internally.
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Hi-Voltage input type for CH-7ATH-7Ax
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Terminal 2 is Isolated from terminal 4.
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Reset Counter

FERSSHERB R I K/P jumperfHEk

To prevent resetting the value from the reset button, just let the
"K/P" jumper open at the rear of the counter. The function of
resetting will be disable.
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Do not dispose in fire, explosive hazard.
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