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001: gague pressure
002: differential pressure
003: high presicion gague pressure
004: high presicion differential pressure
005: LED displaying pressure
006: high tempertaure pressure
007: compact size high tempertaure 
008: high precision level pressure

PRESSURE RANGE
Refer to pressure
range code

OUTPUT
A=4~20mA;
B=0~20mA;
D=1~5V;
E=0~10V

PRESSURE  UNIT
M=MPa
B=bar
K=kPa

PRESSURE TYPE
G=Gauge (surface)
S=Sealed
A=Absolute
D=Differential
Blank=Other

PRESSURE  CONNECTION
C1=M12X1 C2=M20X1.5 
C3=G 1/2 C4=G 1/4
C5=G 3/8 C6=1/4-NPT

ELECTRICAL  CONNECTION

H=hirschmann;
C12=M12 connector

C=cable

F=flange

1. MODEL: PT001 GAUGE OR ABSOLUTE PRESSURE

A: Features: B: Dimension:
● Process media: gauge pressure of gases and liquids compatible with 316L.
● Range: 0.5, 1, 1.5, 10, 16, 25, 40, 60, 160, 250, 400, 600, 800 Kpa
                 1, 2, 5, 10, 20, 30, 50, 60, 80, 100 Mpa
● Output: 4~20mA DC (2wire) or 0~20mA  or 0~5 DC or 1~5V DC (3 wires).
● Input: 15~30V DC.
● Accuracy: 0.5 or  0.3 class.
● Overload: 150% of standard range.
● Housing material: stainless steel 316L.
● Pressure connection: M20×1.5; M14×1.5; G1/2; G3/8. 
● Electrical connection: cable or M12 connector or hirschmann.
● Long term stability: ≤0.2% F.S/Year; high anti-interference.
● Widely applied for measuring and controlling gases and liquids pressure in 
    the fields of  petroleum,  metallurgy, power system, water cons ervancy, 
    environmental protection...etc.compatible with 316L.

M
5.1x

2. MODEL: PT002 DIFFERENTIAL PRESSURE

A: Features: B: Dimension:

● Process media: differential gases and liquids pressure compatible with 316L.
● Range: 0.5, 1, 3, 6, 10, 16, 25, 40, 60, 100, 160, 250, 400, 500, 600, 1600, 
                 2000 Kpa
● Output: 4~20mA DC (2wire).
● Input: 24V DC ±5V .
● Accuracy: 0.5 or  0.3 class
● Overload: 150% of standard range.
●  Housing material: stainless steel 316L.
● Pressure connection: M12×1; 1/4-NPT. 
● Electrical connection: cable or M12 connector or hirschmann.
●  Zero point floaing: ±0.5%.
● Long term stability: ≤0.2% F.S/Year; high anti-interference.
● Widely applied for measuring and controlling differential gases and liquids 
    pressure compatible with 316L.

3. MODEL: PT003 HIGH PRECISION GAUGE OR ABSOLUTE PRESSURE

A: Features: B: Dimension:
● Process media: gaUge pressure of gases and liquids compatible with 316L.
● Range: 10, 16, 25, 40, 60, 100, 160, 250, 300, 400, 600, 800 Kpa
                 1, 2, 3, 5, 10, 20, 30, 40, 60, 80, 100Mpa.
● Output: 4~20mA DC (2wire) or 0~20mA  or 0~5 DC or 1~5V DC (3 wires).
● Zero point and full scale can be adjustable continuously externally.
● Sealing fluid: silicon oil.
● Input: 24V DC ±5V.
● Accuracy: 0.1 class.
● Overload: 150% of standard range.
● Ambient temperature: -10 ~60 .
● Housing material: stainless steel 361L.
● Pressure connection: M20×1.5; M14×1.5; G1/2; G3/8. 
● Electrical connection: cable or M12 connector or hirschmann.
● Wireless data module is available to connect PT003 transmitter to form a 
    wireless control communication net.
● Widely applied for measuring and controlling pressure of any medium in the 
    fields of   petroleum,  metallurgy,   power system, water conservancy, 
    environmental protection...etc. compatible with 316L.

4. MODEL: PT004 HIGH PRECISION DIFFERENTIAL PRESSURE

A: Features: B: Dimension:

PT001 PT002 PT003 PT004

PT005 PT006 PT007 PT008

Other to be indicated when order

● Process media: surface differential pressure of any medium  compatible with 
    316L.
● Range: 1, 5, 10, 20...200Kpa   /   0.1, 0.2...2Mpa.
● Output: 4~20mA DC (2wire) or 0~20mA  or 0~5 DC or 1~5V DC (3 wires).
● Zero point and full is set before shipping already.
● Sealing fluid: silicon oil.
● Input: 24V DC ±5V.
● Accuracy: 0.1 class.
● Overload: 150% of standard range.
● Ambient temperature: -10 ~60 C.
● Housing material: stainless steel 361L.
● Pressure connection: M12×1; 1/4-NPT. 
● Electrical connection: cable or M12 connector or hirschmann.
● Wireless data module is available to connect PT004 transmitter to form a 
    wireless control communication net.
● Widely applied for measuring and controlling pressure of any medium in the 
    fields of   petroleum,  metallurgy,   power system, water conservancy, 
    environmental protection...etc.compatible with 316L.
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5. MODEL: PT005 LED DISPLAYING PRESSURE TRANSMITTER 
A: Features:

B: Dimension:

● Process media: gauge pressure of gases and liquids compatible with 316L.
● LED red displaying, range: max. 1999; Displaying and tramitting synchronously, with much wider application.
● Range: 0.01~100 Mpa.
● With LED for clear displaying at both strong and weak light environment.
● Output: 2 wire 4~20mA or 3 wire DC 0~10V.
● Input: 10~30V DC.
● Accuracy: 0.5, 0.25, 0.1 class.
● Overload: 150% of standard range.
● Ambient temperature: 0~50 .
● Material: stainless steel 316L, IP65.
● Pressure connection: M20×M1.5, G1/4. 
● Electrical connection: cable or M12 connector or hirschmann.
● Widely applied in process control, automatic system design, like: freon and ammonia refrigeration, machine tools and automatic machinery flow 
    control, oil and off-shore industry, equipments for chemical and petrochemical industry, engine monitoring and control...etc.

6. MODEL: PT006 HIGH TENPERTAURE PRESSURE TRANSMITTER
A: Features: B: Dimension:

● Measuring gague pressure or absolute pressure.
● Range: -0.1~100 Mpa.
● Process media: gases and liquids compatible with 316L.
● Input: 15~30V DC.
● Output: 2 wire 4~20mA or 3 wire DC 0~10V.
● Accuracy: 0.5, 0.25 class.
● Overload: 150% of standard range.
● Against polarity reversal, W/ instantaneousoverload protection.
● High anti-interference.
● Zero point and full scale floaing: ±0.03% F.S / ..
● Long term stability: ≤0.2% F.S/Year.
● Material: stainless steel 316L, IP65.
● Pressure connection: M20×M1.5; Flange. 
● Electrical connection: cable or M12 connector or hirschmann.
● Ambient temperature: -20 ~150 .
● Connection dimension: M20×M1.5.
● Widely applied in process control, petroleum,  metallurgy, power system, 
    chemistry...etc.

7. MODEL: PT007 COMPACT HIGH TENPERTAURE PRESSURE TRANSMITTER
A: Features: B: Dimension:

● Measuring gague pressure or absolute pressure.
● Range: -0~0.2...5Mpa.
● Process media: gases and liquids compatible with 316L.
● Input: 15~30V DC.
● Output: 4~20mA DC (2wire) or 0~10V DC (3 wires).
● Accuracy: 0.1 class.
● Overload: 150% of standard range.
● Against polarity reversal, W/ instantaneousoverload protection.
● High anti-interference.
● Zero point and full scale floaing: ±0.05% F.S / .
● Long term stability: ≤0.5% F.S/Year.
● Material: stainless steel 316L, IP65.
● Pressure connection: 1/4-NPT, G1/4. 
● Electrical connection: cable or M12 connector.
● Ambient temperature: -30 ~120 .
● Applied  for motor, air compressor, cooling and central air conditioner
    as well as automation devices and equipments...etc.

ELECTRONIC CONNECTIONS:

8. MODEL: PT008 HIGH PRECISION LEVEL PRESSURE TRANSMITTER

A: Features: B: Dimension:

● PT008 level pressure is an improved model based on PT008, adopt
    sensitive IC for higher precision and compact size.
● Range: 10, 5, 10, 20, 100...200m H2O (fresh water).
● Process media: gases and liquids compatible with 316L.
● Output: 2 wire 4~20mA or 3 wire DC 0~10V.
● Input: 24V DC ±5V .
● Zero point and full scale is adjusted before shipping .
● Accuracy: 0.1 class.
● Material: Stainless steel 361L.
● Overload: 150% of standard range.
● Ambient temperature: 0 ~60 .
● Connection mode: cable or M12×1connector.
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APPLICATION EXAMPLES:

INSTALLATION EXAMPLES:
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