Leadshine

Reliable Motion Control

Enhanced Brushless DC Servo Systems

ELD2 Brushless Servo Drives + ELDM Brushless Servo Motors

B Position/Velocity/Torque control

B 24-70Vdc

® 10/30Amp cont, 30/90Amp peak current

B Up to 1200Watt

B Pulse+Dir/Analog Input/ Modbus /CANopen
B Compact size/high power density

B Up to 50 types motor supported

B Model Following Control

B Easy tuning

S™Mocdbus
CANopen

ELD2 series brushless servo drives, power range from 25W to 1200W, are special DC input, motion control product designed for
machines and applications that request a best balance between reasonable cost and outstanding performance with MFC/

ELDM/BLM Series Brushless Servo Motors

B Power Range: 25W — 1200W
B Low / medium inertia for different applications
W 40/42/57/60/80mm frame size motor supported
B 1000line/2500line /17-Bitincremental encoder feedback
B Small torque ripple with new design of magnetic circuit

vibration suppression.

ELD2 Series Brushless Drives

Control Types

B Pulse+Direction(for position control)
B Analog input(for velocity/torque control )
B Modbus based on Rs485
B CANopen
B Built-in indexer
Programmable 16-segment position table,
support positioning/homing/ limit/
quick stop/ JOG...
Inputs/Outputs
B 2 fastpulseinput, 5V only
B 7 programmable OC inputs, 24V
B 2 programmable differential outputs
B 3 programmable OC outputs, 24V
B 1 analog output: -10V to +10V(Optional)

Communication Network

HMI

*ﬂadbus

ELDM 60 20V24 H L-A 5

Series Num j

ELDM series motor

1

Motor Pairs

~

4 Pairs

@

5 Pairs

Encoder Type

A

| 1000lines

B

| 2500lines

Inertia Ratio

L

Low

M

Medium

H

High

Brake

Oil Seal

Install | None

Install

None

Power
20 200W
40 400W
Motor Voltag
V24 24VAC Shaft Form
V36 | 36VAC

NO | Glreular] keyhole

V48 48VAC .
V60 60VAC

IOT\mOOm)l

CANopen Controller / PLC

CANopen
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Specifications

Driver Model

Size(mm)

Rated Power (kw)

Rated Output Current (A)

Max Output Current (A)
Voltage (V)
Main Power
Current (A)

Control Method

Overload

Brake Resistor
Communication Interface

Protection Rank

Link Layer Protocol
Application Layer Protocol
CAN-ID Type

Communication Rate
Sub-protocol

CANopen Length

Support Service

PDO Transmission Modes

PDO Number

Control Modes

Pulse Input

Pulse Encoder Output

Digital Input/Output

Analog Input
Feedback Supported

Motor Model
Power Range
Voltage Range
Encoder Type
Motor Size

Other Requirements

Power & Environment
ELD2-RS400/ELD2-CAN400
118*75.5*25.5
0.4
10
30
DC24-70
48-60 Vdc: 7Arms/ 60-70Vdc: 6Arms

ELD2-RS7030/ELD2-CAN7030
159*98*33
1.2
30
90
DC24-70
48-60Vdc: 20Arms /60-70Vdc: 17Arms

IGBT PWM Sinusoidal Wave Drive

300%

Rxternal Connection

RS485, CANopen

IP20

CANopen Specifications
CAN Field-bus
CANopen protocol

CAN 2.0A

1Mbit/s, 500Kbit/s, 250Kbit/s, 125Kbit/s, 100Kbit/s, 50Kbit/s, 20Kbit/s

DS 301 V4.02: CANopen application layer protocol and communication protocol
DSP 402 V2.0: Device profile for drives and motion control

0 - 8bit

NMT: Network Management Service
SDO: Service Data Objects
PDO: Process Data Object

Devices Monitor: Node protection and heartbeat message
SYNC: Synchronous generator and synchronous detection, applied

to the PDO transmission
EMCY: Emergency object Services

Time trigger, event trigger, asynchronization/synchronization trigger(configurable)

4 TPDOs, 4 RPDOs
PP (Profile Position)
PV (Profile Velocity)

PT (Profile Torque)
HM (Homing)

Communication & Connection
2 fast pulse input, 5V-24v only
5V differential outputs, A/B/Z phase

(optional frequency divider)

7 programmable OC inputs, 3 programmable OC inputs
2 programmable differential output

1 analog input: -10V to +10V

1000line, 2500line incremental encoder

Matched Motors

BLM Series / ACM Series

25W - 1200W

24 - 70Vdc

1000-line, 2500-line

40mm, 42mm, 60mm, 80mm, 130mm Frame

2 fast pulse input, 5V-24v only
5V differential outputs, A/B/Z phase
(optional frequency divider)

4 programmable OC inputs,

2 programmable differential output

1 analog input: -10V to +10V

1000line, 2500line incremental encoder

Brake. oil-seal. protection level. shaft & connector can be customized



Motor Type

1000line Incremental Encoder

Back

Servo Motor model Fé?zn;e Vo[l{;a]ge gl?tt[?l?t 'I%?;?Jde Tc':/::ﬁe C':\:ﬁtzit Cm?:nt ggézz S'\;;l:;d c EMP Inerztiard Brake Length Dizrr]naeffer

[mm] [Watts]| [Nm] | [Nm] | [Amps] | [Amps] rpm] | [rpm] [Vﬂrg;ts&t] [Kg.m™107] (mm] [mm]
ACM4204V24H-01-A4| 42 24 40 |0.125| 0.37 2.7 8 3000 | 4000 3.51 0.048 81 6
ACM4206V24H-01-A4| 42 24 60 |0.185| 0.56 3.7 11.5 | 3000 | 4000 3.76 0.072 101 6
ACM4210V24H-01-A4| 42 24 100 0.2 | 0.75 5.5 16.5 | 3000 | 4000 3.42 0.096 121 6
BLM57025-1000 57 36 25 0.08 | 0.16 1.6 3.2 3000 | 3500 5.2 0.03 70 6.35
BLM57050-1000 57 36 50 0.16 | 0.32 3 6 3000 | 3500 5.55 0.075 80 6.35
BLM57090-1000 57 36 90 0.29 | 0.58 3.45 6.9 3000 | 3500 8.8 0.119 100 6.35
BLM57130-1000 57 36 130 | 0.41 | 0.82 5.3 10.6 3000 | 3500 8.2 0.173 120 8
BLM57180-1000 57 36 180 | 0.57 | 1.14 6.7 13.4 3000 | 3500 8.9 0.23 140 8
57BL180D-1000 57 36 180 | 0.57 | 1.14 6.7 13.4 3000 | 3500 6.6 0.23 140 8
ELDM6010V24HL-A5 | 60 24 100 | 0.32 0.96 5.8 17.4 | 3000 | 4000 3.6 0.11 78 14
ELDM6010V24GL-A5 | 60 24 100 | 0.32 0.96 5.8 17.4 | 3000 | 4000 3.6 0.11 ° 110 14
ELDM6020V24HL-A5 | 60 24 | 200 |o0.64 1.92 11 33 3000 | 4000 3.9 0.21 90 14
ELDM6020V24GL-A5 | 60 24 200 | 0.64 1.92 11 33 3000 | 4000 3.9 0.21 L 122 14
ELDM6020V36HL-A5 | 60 36 | 200 |0.64 1.92 7 21 3000 | 4000 6.19 0.21 90 14
ELDM6020V36GL-A5 | 60 36 | 200 |0.64 1.92 7 21 3000 | 4000 6.19 0.21 ° 122 14
ELDM6040V48HL-A5 | 60 48 | 400 | 1.27 3.81 10 31 3000 | 4000 7.68 0.42 114 14
ELDM6040V48GL-A5 | 60 48 | 400 | 1.27 3.81 10 31 3000 | 4000 9.73 0.56 ° 147 14
ELDM6040V60HL-A5 | 60 60 400 1.27 3.81 9 27 3000 | 4000 9.73 0.42 114 14
ELDM6040V60GL-A5 | 60 60 | 400 |[1.27 3.81 9 27 3000 | 4000 9.73 0.42 ® 147 14
ELDM8075V48HM-A5| 80 48 750 | 2.39 | 7.17 19 57 3000 | 4000 8.7 1.5 142 19
ELDM8075V48GM-A5| 80 48 750 | 2.39 | 7.17 19 57 3000 | 4000 8.7 1.5 ° 175 19
ELDM6005V24HM-A5-600 60 24 50 0.8 2.4 " 35 600 | 1200 5 0.27 96 14
ELDM6013V24GM-A5 60 | 24 | 125 | 04 1.2 9 28.5 | 3000 | 5000 3.2 0.15 C 13 14
ELDM8006V24HM-A5-150 80 24 55 3.5 | 10.5 7.5 24 150 300 30 1.2 116 19
ELDM8006V24GM-A5-150 80 24 55 3.5 | 10.5 7.5 24 150 300 30 1.2 ° 151 19

2500line Incremental Encoder
Fé?zr:)eVoltage cF)(atted Rated| Max Rated Max Rated Max Eéiﬂcllz( e Length Shaft
Servo Motor model mmj| VI [V\?a’t)tg Tﬁ\zcr‘nu]e TFI\G?nu]e ([::r:;;]]t ?:rl;:sg]t S[fpen?]d S[fperﬁf [(\Dl?gats'r\\nt] [Kg.m?10™]| Brake [mm] Di[ar:]“ni]ter
ELDM4005V24HL-B5| 40 24 50 0.16 | 0.48 3.8 12 3000 | 4000 3 0.02 71 8
ELDM4005V24GL-B5| 40 24 50 0.16 | 0.48 3.8 12 3000 | 4000 3 0.021 o 103 8
ELDM4010V24HL-B5| 40 24 100 | 0.32 | 0.96 5.7 18.1 3000 | 4000 3.8 0.038 85 8
ELDM4010V24GL-B5| 40 24 100 | 0.32 | 0.96 5.7 18.1 3000 | 4000 3.8 0.039 P 17 8

C€ ®) www.leadshine.com



Back
ServoMotormodel | S ez Output] Torgue Torauel Gurront | Gt Spoad Spesd Conttant (ke 15| Brake Length Diamater
[mm] [Watts]l [Nm] | [Nm] | [Amps] | [Amps]| [rpm]| [rPm]|[v/KRPM] (mm] | [mm]

ELDM6010V24HL-B5 60 24 100 0.32 0.96 5.8 17.4 |3000 |4000 3.6 0.11 78 14
ELDM6010V24GL-B5 | 60 24 100 |0.32 |0.96 5.8 17.4 |3000 |4000 | 3.6 0.11 ® | 110 14
ELDM6020V24HL-B5 | 60 24 200 |0.64 |[1.92 1 33 [3000 |4000 | 3.9 0.21 92 14
ELDM6020V24GL-B5 60 24 200 0.64 1.92 11 33 |3000 |4000 3.9 0.21 [ ] 122 14
ELDM6020V36HL-B5 60 36 200 0.64 1.92 7 21 3000 |[4000 6.19 0.21 92 14
ELDM6020V36GL-B5 60 36 200 0.64 1.92 7 21 3000 |[4000 6.19 0.21 [} 121.8 14
ELDM6040V48HL-B5 60 48 400 1.27 3.81 10 31 3000 |4000 7.68 0.42 116 14
ELDM6040V48GL-B5 60 48 400 1.27 3.81 10 31 3000 |4000 9.73 0.56 [ ] 155 14
ELDM6040V60HL-BS 60 60 400 1.27 3.81 9 27 [3000 |4000 9.73 0.42 116 14
ELDM6040V60GL-B5 60 60 400 1.27 3.81 9 27 |3000 |4000 9.73 0.42 [ 155 14
ELDM8075V48HM-B5 | 80 48 750 | 239 |77 | 49 57 |3000 | 4000| 8.7 15 142 19
ELDM8075V48GM-B5 | go | 48 | 750 |2.39 [7.17 | 49 57 |3000 | 4000| 8.7 1.5 o | 175 | 19
ELDM8010V48HM-B5-320 | 80 48 100 3 6.5 5.6 12 320 | 650 3.9 1.1 110 19
Extension cable:

Power Cable: Cable-ACM*M*(length: 1.2m, 2.2m, 3m, 5m, 7m, 10m optional)

Encoder Cable: Cable-Encoder-*(length: 1.2m, 2.2m, 3m, 5m, 7m,10m optional)

Brake Cable: Cable-SC*M*-S(length: 1.2m, 2.2m, 3m, 5m, 7m,10m optional)

Typical Applications

Printing Machines
AGV Machines

ELD2+ELDM Brushless
AC Servo System

Electronic Manufacturing

Pick and place Machines

K@

CNC Machines

Leadshine Technology Co., Ltd. (Headqaurters) Leadshine America, Inc. (North America Office)
Address: Floor 11, Block A3, iPark Address: 26050 Towne Centre Dr.
1001 Xueyuan Blvd. Nanshan District Foothill Ranch, CA92610
Shenzhen, Guangdong 518055 USA
China Tel: 1-949-608-7270
Fax: 86-755-2640 2718 Fax: 1-949-638-7298
Website: http://www.leadshine.com Website: http://www.Leadshineusa.com
Email: sales@leadshine.com(Sales) Email: sales@leadshineusa.com(Sales)
tech@leadshine.com(Technical Support) tech@leadshineusa.com(Technical Support)
info@leadshineusa.com(General Inquiry)
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